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PN25 140°C

NUOVA GIUNGAS

Giunti isolanti di linea
TELERISCALDAMENTO

Class: PN25 / MOP25

Classe: PN25/ MOP25

MONOLITHIC ISOLATION JOINTS

Main pipeline isolation joints
DISTRICT HEATING PLANT

Main applications:

Applicazioni principali:
Trasporto e distribuzione acqua

surriscaldata e vapore, impianti heating plant.

Hot water and steam supply system
/ distribution network, district
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Materiale
tubo Tipo
ND DN De Pipe pups S L Db B i
mat.
A 15 21.3 Gr.B/L245 32 250 60 59 F2
, %’ 20 26.7 Gr.B/L245 32 250 65 60 F2
] 1" 25 334 Gr.B/L245 34 250 75 60 F2
; 1 32 424 Gr.B/L245 36 300 83 68 F2
: T 40 48.3 Gr.B/L245 37 300 95 86 F2
: Certificazione 2 | 50 | 603 | GrBl245 | 39 | 350 [ 114 | 104 o)
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D: 14" | 350 3556 | X52/L360 12.7 1000 | 450 | 210 NG4/B
16" | 400 406.4 | X52/L360 12.7 1000 [ 510 | 250 NG4/B
18" | 450 4572 | X52IL360 14.3 1000 | 560 | 260 NG4/B
20" | 500 508 X52/L360 15.9 1200 | 640 | 280 NG4/B
22" | 550 558.8 | X52/L360 175 1200 | 690 | 300 NG4/B
24" | 600 609.6 | X52/L360 19 1200 | 760 | 330 NG4/B
26" | 650 660.4 | X52/L360 19 1200 | 800 | 360 NG4/B
28" [ 700 7112 | X52/L360 19 1300 [ 850 | 375 NG4/B
30" | 750 762 X52/L360 19 1300 | 900 | 380 NG4/B
In. mm Dimensioni in mm / Dimensions in mm

Tipo: vedi pubblicazione NG-IJTY-01.
Le dimensioni di ingombro, le foto e le figure sono a solo titolo indicativo.

Materiale: Acciaio API 5L /1SO 3183/ EN10208-2

Estremita a saldare: API 5L /SO 3183 / EN10208-2
(smusso= 30° + 5/-0° spalla= 1.6mm)

Norme e codici: NACE SP0286-86,

D.P.R. 23/03/1998 N. 126 - 2014/34/UE - Atex - 11 2 GD Zona 1 e
21d T6

A richiesta: 2014/68/UE (PED)

Scheda tecnica / Technical data sheet : NG025-01/C temp issued 28/04/15 pag. 1/1

Type : please refer to Nuovagiungas pubblication NG-1JTY-01.
Overall dimensions, drawings and images for illustrative purpose only.

Materials: Steel API 5L /1SO 3183 / EN10208-2

Weld ends: API 5L /1SO 3183 / EN10208-2

(bevel=30° + 5/-0° root= 1.6mm +/-0.8mm)

Rules and norms: NACE SP0286,

D.P.R. 23/03/1998 N. 126 - 2014/34/UE - Atex - 11 2 GD Zona 1 e
21d T6

Upon request: 2014/68/UE (PED)

Engineered. Safe. Durable.




